
DESCRIPTION

DATE

10/04/2013

DRAWN BY

Kevin Crockford
REVISED

TITLE

SEDCO DISABLED TOILET KIT 2 

CONNECTION DIAGRAM

FILENAME

1

4

1

4

Advanced Nurse Call Technology

CON 1

CON 2

DISABLED TOILET

INTERFACE MODULE

(213-0160)

24 VOLTS IN

O VOLTS

24 VOLTS OUT

O VOLTS

BUZZER INPUT (B)

DOME INPUT (D)

ZONE INPUT (Z)

FLASHING 24 VOLTS OUT (FL)

BUZZER + OUT (B)

DOME + OUT (D)

O VOLTS

OUTPUT NORMALLY OPEN (OP N0)

OUTPUT NORMMALY CLOSED (OP NC)

OUTPUT COMMON (OP SWC)

LOW BATTERRY NORMALLY OPEN ( LB NO )

LOW BATTERY NORMALLY CLOSED ( LB NC)

LOW BATTERRY COMMON (LB SWC)

OUTPUT ALARMS

LOW BATTERY

ALARMS

B+

B-

L2+

L2-

PHASE (24V+)

MOMENTARY (BUZZER)

CONTINOUS 1

CONTINOUS 2

CONTINOUS 3

LAMP NEG

WHITE CABLE 

SUPPLIED JOIN

NOTE 1

NOTE 1. USE SIX CORE SECURITY CABLE. FOR 24 VOLT 

FLASHING OUTPUT CONNECT PHASE TO FLASHING 

INSTEAD OF 24VOLTS

NOTE 2. INSERT FUSE F2 INTO THE FUSE 

HOLDER ON THE CONTROLLER PCB
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